m‘ EGUL-G201
M.2 2260 to dual isolated GbE LAN Module

LAN connector

Features

—Dual isolated GbE LAN ports
—Complies with EN61000-4-5 2kV Surge protection

—Complies with IEC 60950-1:2005 + Al: 2009 + A2:2013
2kV HiPOT protection

—Complies with EN61000-4-2 (ESD) Air-15kV, Contact-8kV

—Flexible daughter board with cable to fit into different
system

—Optional terminal mounting hole or bracket for daughter
board

—Support native CDC-ECM driver in Linux
—Support driver auto-install mode in Windows
—30u “ golden finger, 3 years warranty

Mechanical Drawing

—Industrial design, manufactured in innodisk Taiwan
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Specifications

Form-Factor

Input I/F

Output I/F

Output Connector
TDP

Dimension (WxLxH)

Headquarters (Taiwan)

5F., No.237, Sec. 1, Datong Rd.,
Xizhi Dist., New Taipei City 221,
Taiwan

Tel: +886-2-7703-3000
Email: sales@innodisk.com

Branch Offices:

USA
usasales@innodisk.com
+1-510-770-9421

Europe
eusales@innodisk.com
+31-040-282-1818

Japan
jpsales@innodisk.com
+81-45-594-7581

China
sales_cn@innodisk.com
+86-755-21673689

Temperature

Environment

Notes
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M.2 2260

USB 3.0

Dual GbE LAN

RJ45 x 2

1.82W (3.3V, 551mA)

22 x 60 x 6.1 mm

Operation: STD: 0°C ~ +70°C
Storage: -55°C ~ +95°C

Vibration: 5G @7~2000Hz, Shock: 50G @ 0.5ms

Please download driver from Innodisk website.

Windows: XP(32bit), 7(32/64bit), 8/8.1(32/64bit), 10(32/64/bit)
Linux: kernel_3.x, Native CDC-ECM

Auto-install mode only supports Win7.

Order information
EGUL-G201-C1 (Terminal mounting hole, Standard Temp.)
EGUL-G201-W1 (Terminal mounting hole , Wide Temp.)
EGUL-G201-C2 (Bracket, Standard Temp.)
EGUL-G201-W2 (Bracket, Wide Temp.)
M.2 2260 to dual GbE LAN Module

www.innodisk.com
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EGUL-G201-C1/W1 Daughter Board and Mechanical Drawing
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EGUL-G201-C2/W2 Daughter Board and Mechanical Drawing

4.58
leg—F:2C
a1
©
©
a

30+0.1

i

il

TUGVVTTTTT | fOWvoTv |

15.75+0.35
19.741

13.8
15.77

5.45+0.25

1.6£0.1
PCB Thickness

Y Avaix TT

N

TOLERANCE: =£0.20mm

©
o
1
~ | -
©
14.14£0.1
SECTION A—A

19.05
HOLE DIMENSION -

T

1

61.66+£0.15
19.7
|

g

120

—

‘ TOLERANCE: +0.20mm ‘ %_J LF

18.42

8.82+0.1

47.51£0.15

24902 oy 1o

12.33

f-———

6.09

f——

0.940.1

. 910,

48




